High-peak-power diode-pumped passively Q-switched Nd:YVO₄ laser

A. AGNESI¹,²
S. DELL’ACQUA²

¹ Istituto Nazionale di Fisica della Materia - INFM, Dipartimento di Elettronica dell’Università di Pavia, Via Ferrata 1, 27100 Pavia, Italy
² Bright Solutions S.r.l., Via Paiola 3, 27010 Cura Carpignano (PV), Italy

Received: 30 September 2002
Revised version: 22 November 2002
Published online: 19 March 2003 • © Springer-Verlag 2003

ABSTRACT We report on a passively Q-switched diode-pumped Nd:YVO₄ laser polarized along the a axis (corresponding to the smallest value of emission cross section at 1064 nm), generating 157-µJ pulses with 6.0-ns time duration (> 20 kW peak power) and 3.6 W of average power at 1064 nm with good beam quality (M² < 1.4). The selection of the polarization was performed by a novel technique relying on the birefringence of the laser crystal and on the misalignment sensitivity of the resonator.

PACS 42.55.Xi; 42.60.Gd; 42.79.Nv

1 Introduction

Passively Q-switched (PQS) diode-pumped lasers have attracted significant interest in the last few years because of their inherent simplicity, low cost and reliable operation. Microchip [1, 2] and in general low-pulse-energy PQS lasers [3] have already found their way into the market for a variety of applications including micromachining and range finding. Up-scaling to higher pulse energy and average power has also been demonstrated [4–6]. Owing to their excellent optical quality and cost-effective mass production, Nd:YAG and a-cut Nd:YVO₄ have been the preferred laser crystals for high-peak-power and high-average-power PQS lasers, respectively. Other laser materials have been proposed and investigated as potential new hosts in PQS lasers, such as Nd:GdVO₄ among the most promising [7]. Vanadate crystals are especially attractive owing to their high optical pumping efficiency (exceeding 50%) and a naturally polarized emission, which avoids the thermally induced birefringence [8] affecting isotropic hosts like Nd:YAG. This is particularly important when high beam quality is necessary, for example when non-linear frequency conversion is required. Both Nd:YVO₄ and Nd:GdVO₄ are uniaxial crystals, usually a-cut to make the extraordinary wave (polarized parallel to the c axis) available for high-efficiency, low-threshold cw diode-pumped lasers. Indeed, the ordinary wave (a-polarization) in Nd:YVO₄ has a 3.6-times lower emission cross section [9]. Recently, a comparison of low-power PQS lasers employing either a-cut or c-cut Nd:YVO₄ crystals was reported [9]. It was shown that a-polarized Nd:YVO₄ is more suitable for PQS operation with solid-state Cr:YAG saturable absorbers, since the threshold condition for passive Q-switching can be met in simple resonators not requiring tight focusing in the saturable absorber. Furthermore, since the saturation fluence of the laser transition is inversely proportional to the emission cross section [8], Q-switched pulses with higher energy can be generated by selecting the a-polarization.

However, we also note that in a-cut crystals one can select the ordinary polarization to optimize PQS, with the additional advantage of exploiting the high absorption efficiency of the pump radiation polarized along the c axis.

2 Experiment and discussion

We employed a 50-W fiber-coupled diode laser (Bright Solutions S.r.l., proprietary fiber-coupling technology) emitting at 808 nm central wavelength as the pump source for the PQS laser. The numerical aperture of the D = 0.4 mm fiber core diameter was 0.22. The fiber output was imaged 1 : 1 into a 0.5%-doped 4 × 4 × 7 mm³ a-cut Nd:YVO₄ crystal (Fig. 1). The laser crystal was coated for high reflectivity at 1064 nm and high transmissivity at 808 nm on one facet, normal to the crystal axis. The second facet was antireflection coated at 1064 nm and it was oriented at an angle θₗ = 1° with respect to the other. The cavity was kept stable owing to the pump-induced thermal lens, the focal length for which we estimated fₗ = 10 cm at the maximum absorbed pump power.

FIGURE 1 Resonator layout. FCD, fiber-coupled diode array; PO, pump focusing optics; M1, pump (rear) mirror; SA, Cr:YAG saturable absorber; OC, output coupler
used in these experiments ($\approx 21.5$ W for safe operation of the 0.5%-doped vanadate crystal [10]).

Although the selection of a linear polarization state through an intracavity Brewster-angle polarizer is always possible, its use can be problematic in extremely compact resonators, or its residual loss can be unacceptably high when using extremely low-gain media or in intracavity doubled lasers. Very short resonators can be interesting for the generation of few-nanosecond or even sub-nanosecond pulses in PQS lasers.

Given the simple (plane–plane) resonator set-up, we managed to exploit the crystal birefringence in combination with the misalignment sensitivity of the laser cavity to select the polarization state with the lowest gain. Indeed, the refractive indices corresponding to the orthogonal polarization states in Nd:YVO$_4$ are $n_a = 1.9573$ and $n_c = 2.1652$ at 1064 nm, allowing an angular separation $(n_c - n_a)\theta_w \approx 3.63$ mrad for the two waves external to the wedged crystal. The misalignment tolerance of the resonator, corresponding to a lateral displacement $D/2$ of the cavity mode with respect to the pump axis, was estimated to be $D/(2 f_{th}) \approx 2$ mrad [8]; therefore, we could switch between the two polarization states simply changing the orientation of the output coupler (Fig. 2).

We investigated first the cw performance for cavity lengths of 40, 55 and 70 mm and with output couplers with reflectivity $R = 70\%$ and $80\%$ (the optimum output coupling for the $c$-polarization has an intermediate value). The results are summarized in Fig. 3, where the $c$-polarization performance serves for comparison. The ratio of the threshold pump power for the two polarizations in the same cavity configuration (upper two curves), approximately 3.5 : 1, agrees with the reported values for the emission cross sections [9]. This also suggests that the $a$-polarization required a higher optimum output coupler reflectivity of approximately 90% [8]. However, the optimum coupling for the PQS laser is generally higher than for cw operation, especially when high-energy pulses at relatively low repetition rates are desired. Another striking feature of Fig. 3 is the fast decrease in the output power with increasing cavity length, even with relatively short resonators. This is due to the larger impact that the thermally induced diffractive loss has on the small-gain $a$-polarization, compared to $c$-polarization: considering the thermo-mechanical sensitivity including both the refractive index thermal change and the contribution of thermal expansion ($\nu \approx 0.33$ is the Poisson ratio), $\chi = \partial n/\partial T + \alpha_T (1 + \nu)n_2 \approx 17.2 \times 10^{-6}$ K$^{-1}$ and $\chi_c = \partial n_c/\partial T + \alpha_T c (1 + \nu)n_2 \approx 12.6 \times 10^{-6}$ K$^{-1}$ [12]. Diffractive losses increase with the resonator length owing to the increased radius of the resonant mode, which experiences larger aberrations in the laser crystal [13]. Furthermore, thermal lensing on the $a$-polarization, which also depends on $\chi$, is stronger: we found that the laser polarization switched from $a$ to $c$ when the resonator length exceeded the thermal focal length corresponding to the $a$-polarization, thus becoming unstable for this polarization.

We used two Cr:YAG samples as the passive Q-switch, with initial (low-signal) transmissions of 90% and 80%. Below a critical cavity length the PQS operation was not satisfactory, as satellite pulses introduced considerable frequency jitter and strong amplitude fluctuations of the main pulse. This can be understood by the perturbation introduced, in short stable resonators, by higher-order spatial modes with effective radii smaller than the pump spot size, which compete with the TEM$_{00}$ through complex dynamics involving gain depletion and saturable absorption [14]. However, an optimum cavity length can easily be found trading off the high average power produced by noisy, short resonators, and low-noise operation corresponding to reduced average power (in longer resonators). The optimum cavity length found experimentally according to this criterion was approximately 40 mm. The results obtained are summarized in Fig. 4. It can be seen that both Cr:YAG samples lead to comparable results for the maximum pump power: approximately 145–157 µJ of pulse energy, 3.6–3.8 W average power and a pulse width as low as 6.0 ns (see Fig. 5) for the 80%-transmission Cr:YAG.

It is worth noting that for all the configurations considered in Fig. 4, the PQS performance in terms of pulse energy and peak intensity improves by increasing the pump power, owing to the stronger thermal lensing allowing more focusing in the saturable absorber and more effective spatial filtering in

---

**FIGURE 2** Angular tuning characterization for both polarizations (cw). The resonator length was 70 mm, OC reflectivity $R = 80\%$.

**FIGURE 3** Performance of the cw laser. The upper curve corresponds to operation with the $c$-polarization and serves for comparison. For each curve the resonator length (mm) and the OC reflectivity (%) are indicated.