Radovan Metelka · Karel Vytras · Andrzej Bobrowski

Effect of the modification of mercuric oxide on the properties of mercury films at HgO-modified carbon paste electrodes

Received: 06 December 1999 / Accepted: 16 March 2000

Abstract The influence of modifications of the mercuric oxide on the voltammetric properties of mercury film carbon paste electrodes was studied. The mercury film was formed electrochemically from the bulk red or yellow mercuric oxide-modified carbon paste electrodes. Differential pulse anodic stripping voltammetry and optical microscopy in polarised light were used to characterise the properties of the mercury films. The results were compared with those obtained using the conventional preparation of mercury-plated carbon paste electrodes when the mercury film is deposited on the surface of the electrode by reduction of Hg(II) ions in solution utilising a sufficient negative potential. It was shown that the mercury film formed from the yellow modification of the mercuric oxide provides better voltammetric characteristics than the red one owing to the high distribution of its small particles, i.e. the mercury droplets after electrochemical treatment. Such a mercury film has similar properties to those of a mercury film generated from solution.

Key words Mercuric oxide · Mercury film · Modified carbon paste electrode · Anodic stripping voltammetry · Optical microscopy

Introduction

For the determination of heavy metals, mercury film electrodes (MFEs) have been widely used combined with anodic stripping voltammetry (ASV). Applying the MFEs provides a lower detection limit for amalgam-forming metals in comparison with mercury drop electrodes and allows minimising the handling of elemental mercury. However, the interferences arising from intermetallic compounds are more pronounced, and the change of electrolyte composition and the presence of surfactants also affect the behaviour of MFEs [1]. Different carbon substrates have been employed as a support for the deposition of the mercury. The most common are glassy carbon [2–7], epoxy carbon [8, 9], thick-film graphite [10–12] and carbon paste [13, 14]. Many other carbon materials such as pyrolytic carbon, sprayed graphite layers [1] and carbon fibres [1, 15] have also been utilised for this purpose.

Generation of mercury film on carbon electrodes is mostly performed in situ by reduction of Hg(II) ions added to the supporting electrolyte during the accumulation step of the ASV analysis. The preplating of the mercury film in pure Hg(II) solution before analysis, sometimes protected with a membrane, is also used [5, 16]. The deposited mercury film comprises a thin layer of microdroplets of mercury on the carbon supports [2–4] and its properties depend upon the quality of the support substrate, the concentration of Hg(II) ions in the solution and the deposition potential [3].

Another way of preparation of the mercury film is utilising the carbon materials either modified on the surface or bulk modified by a selected mercury compound and its electrochemical reduction during the conditioning or accumulation step. Brainina et al. [11] reviewed the properties of thick-film graphite electrodes modified with mercury(I) chloride, mercury(II) nitrate, mercury(II) diethyldithiocarbaminate and mercury(II) pyrrolidinedithiocarbamate and their use in the determination of heavy metals by the ASV technique. The
Performance of the electrodes prepared in such a way was very good, but some types of electrodes were not stable enough for routine use. Nafion film improved their stability, prolonged the storage time and lowered the contamination of the test samples by mercury. Incorporation of mercury(II) acetate into a Nafion membrane on a glassy carbon electrode [17] was used successfully for the determination of lead and copper in waste water samples by means of flow-injection analysis. Guo and Khoo [18] prepared a carbon paste electrode which was bulk modified with mercury(II) diethyl-dithiocarbamate. Seo et al. [19] applied the mercury(II) oxide-modified composite electrode for fast-scan ASV determination of copper, lead and cadmium with the deoxygenation step omitted. Recently, Zakharchuk et al. [12] have published a comprehensive comparison of electroanalytical properties of thick-film graphite electrodes with the mercury film deposited in situ and the surface modified with mercury(II) dithiocarbamate. Special attention was given to the surface morphology of the deposited mercury films.

Carbon paste represents one of the promising carbon substrates for the deposition of the mercury film. As the electrode is a composition of carbon powder and pasting liquid, the behaviour of the corresponding paste is affected by numerous parameters, such as the particle size, uniformity and porosity of the powder and the physical and chemical properties of the pasting liquid. The modification of the carbon paste by a chemical compound (chemically modified electrodes, CMEs) has also great influence on the behaviour of the electrodes [14, 20]. This work focused on the effect of the red and yellow mercuric oxide used for the formation of the mercury film at the surface of a mercuric oxide-modified carbon paste electrode (MO-CPE). According to literature data [21, 22], modifications of mercury(II) oxide differ in the grain size only, as the crystal structure seems to be the same. Differences in the physical and chemical properties are then attributed to the fineness of the oxides. The behaviour of the MO-CPE was studied by means of differential pulse ASV (DPASV) and by optical microscopy in situ and ex situ.

**Experimental**

Preparation of electrodes

Bulk modified CPEs were prepared by thorough mixing 0.5 g of RW-B graphite powder (Ringsdorff Werke, Germany) with 0.1 g of red or yellow mercuric oxide (Merck, Germany) and 150 μl of Uvasol paraffin oil (Fluka, Germany). Pastes of mercury(II) oxide were not ground before mixing. Pastes were then packed into piston-like electrode holders and left unused for 5 days to homogenise the content under internal pressure. An unmodified CPE used as support for the mercury film generated in situ was prepared by mixing the above-mentioned quantities of carbon powder and paraffin oil only. The hole diameter of the electrodes (active surface of the paste) was 2 mm. A saturated calomel reference electrode and a platinum auxiliary electrode complemented the three-electrode arrangement.

**Results and discussion**

**Optical microscopy**

The surface of a MO-CPE containing the yellow modification is shown in Fig. 1a. Particles of the yellow mercuric oxide are widely spread in the carbon paste, showing yellow dots clearly visible on colour photographs, of size about 2 μm. The roughness of the surface of the carbon paste made focusing of the image quite different. Figure 1b presents the surface after applying a deposition potential of −1200 mV for 2 min in a solution containing lead and cadmium, as an illustration of the accumulation of heavy metals at the electrode surface using ASV. The size of the mercury droplets generated and visible on the surface is roughly the same as the size of the particles of the oxide, about 10 μm, in the presence of clusters of mercuric oxide grains.

In the case of red mercuric oxide, the particles in the paste are much bigger, about 20 μm, and they exhibit a shiny brick-red colour in polarised light (Fig. 2a). Microscopic observations of the surface of the red MO-CPE in situ showed formation of small mercury droplets on the oxide particles during the accumulation step, which then combined during the potential scan. The resulting mercury droplets had a diameter of about 15 μm (Fig. 2b). Unmodified carbon paste (Fig. 3a) was used as a support for the preparation of the MFE by formation of a mercury film during electroreduction of